PRP OPOS User’s Manual

1. Install the PRP OPOS ADK by running SETUP.EXE
Setup — PRP OPOS ADE Version 1.20E =]

Welcome to the PRP OPOS ADK
Version 1.20E Setup Wizard

This will inskall PRP OPOS ADE Wersion 1,20E an your
conmpuker,

It is recommended that vou dose all other applications before
conkinuing,

Click Mext bo conkinue, or Cancel ko exit Setup,

E_Mext} ,| [ Cancel ]

2. Setup has completed as shown below

Setup — PRP OPOS ADE Version 1.20E =]

Completing the PRP OP0OS ADK
Version 1.20E Setup Wizard

Setup has finished installing PRP QPOS ADK Wersion 1,20 on
vour computer, The application may be launched by selecting
the installed icons.

Click, Finish ko exit Setup,




3. Run AdminTool.exe to configure the PRP OPOS

#: PRP OP0OS ADE Yersion 1.Z20E

DeviceCalzs DeviceModel
PosPrinter v \PRP-080 |
Deviceliszt
LDN |DeviceMDdel zingPort Devicellescription

Add LDN

Configure

Femovwe

CheckHealth

T
|
[ Hemeoz
Jeseatiben]

4. Select “PosPrinter” as “DeviceClass” and select “PRP-080" or “PRP-085" or “PRP-088" or “PRP-188" or
“PRP-250" or “PRP-300" or “PRP-950" as “DeviceModel”, the setting is as shown below

#: PRP OP0OS ADE Yersion 1.Z20E

DeviceCalzs DewviceModel

PosPrinter v \PRP-080 |
FRP-080

Dewiceliszt

PREP-088
LDN |Devict$§£:égg |DeviceDescriptiDn
PEP-300
PRP-950

Add LDN

Configure

Femovwe

CheckHealth

Cancel

gl




5. Click the “Add LDN” button, in the shown window fill in a new Logic Device Name (LDN), and select a
communication port for the printer. Click “OK” to apply.

ConfigureDialog

LDM
Serial Fort setting

BaudRate: 19200 -
Dewvicekdodel
| J DiataBits: m
StopBits: lﬁ
Port P
|COM1 j HandShake: |DTR/OSRE -
Ok w Farity:  |MORME -

|Type1

#: PRP OP0OS ADE Yersion 1.Z20E

DeviceCalzs DeviceModel
PosPrinter v \PRP-085 |
Deviceliszt
LDN |DeviceMDdel zingPort Devicellescription
PRP-055 COM1 FRF FOS Printer

Add LDN

Configure

Femovwe

CheckHealth

gl

Cancel




6. Select “Unitl” in the Device List and click “Check Health” to test the printer configuration and connection. If
the printer configured well and connected successfully, “OPOS_SUCCESS” will be shown in the testing
result.

Chech Health Dialog [X]

Push To Start CheckHealth

R ezl

|EIF'EIS_SLIEEESS

| Exit CheckHealth

If the printer configured wrong or connected unsuccessfully, an Error window will be shown. Please reconfigure

and reconnect the printer.

l Failed On Claimellavice:
Bezult = 111

7. NOte: Before using the PRP OPOS, please be sure that there is no other OPOS software or LDN for other

printer models to avoid confliction of the printer port and LDN. In the mean time, please be sure that there is
no other application (including driver application) use the same communication port as OPOS software does,

otherwise, communication failure will be happened.
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